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Manufacturing of New ROLLS

rawViaterial

forgings *
Step Forged Steel Bars and Rings, a Forging Ratio of 1:3-5 ‘x\

Vacuum Degassed, Quenched & Tempered \

typical chemical composition
x30CrNiMo8

Co032 Si026 Mn0.54 Niz202 Cr1.96 Mo 0.36
other materials ON Request. \

WﬂnM"%

41500k /

' Yield Strength, 650 N/mm2
Tensile Strength 800 N/mm?2 /

rough machining
.Machmmgmfargmg to dimensions ready for weld surfacing
ﬁ hard surface.

Elongation 18 g
Impact Test at 20°C 125 u1es/
Hardness 208" HB ~

ultrasonic test quality
SEP 1921/1984 - 3 Clc. D=5 mm registration limit
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:'w" Produets,
"~ New ROLLS & RINGS by Allied-Tek

lifetime of new rolls
experiences in the past 12 years on crushing clinkers shows that

hard surface lifetime of Allied-Tek manufactured grinding ROLLS
and RINGS are about 8,000 hrs up, however surface damages
still exist when there enters into the mill of big solid pieces

finishing

Weld on hard surface for feeding profile beads.
Precision machined of bearing surfaces to fit in OEM
Roller Press and deep hole drilling for water cooling.

surface proﬂje '
any feeding profiles by ha rdfefng
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